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SPECIFICATIONS:  2000 TACK & PRIME


Tests



Test Method


Requirements






    ASTM


  

Viscosity, @25˚ C, SFS

     D-244


    25 - 65

Sieve Test, %w


     D-244

                0.1 Max.

Residue, %w



     D-244(MOD)

    62  Min.

Particle Charge Test


     D-244


    Positive

Cement Mixing Test, %w

     D-244


    2.0 Max.

Pumping Stability


     D-244


    Pass

5-Day Settlement Test, %w
       
     D-244


    5.0 Max.

Ph Information


       --



    5.0 - 7.0

Boiling Point



       --



    212˚F

Note:  Slight variation may occur from lot to lot.

SPECIFICATIONS:  BASE

 Tests on Residue


Test Method


Requirements

 From Distillation


    ASTM


  

Viscosity, @60˚C
D-2170
1,000 – 4,800

Maltene Distribution Ratio

   PC + A ٱ ٱ

      S + A ٱ
D-2006-70


    0.7 – 1.1

PC/S Ratio



      D-2006-70 

    0.5 Min.

Asphaltenes, %w
  --



    20.0 Max.

MANUFACTURER DISCLAIMER:  While the information and recommendations contained herein are believed to be accurate, we make no warranty with respect hereto and disclaim all liability from reliance thereon.       
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